www.cdeck.pt

MIEST020520233EN

®
CDECK
COMPOSITE DECKING

Z
O
I—
G
—J
=
-
)
<

MANUAL

www.iht-group.com

1/3



MIEST020520233EN www.cdeck.pt

INSTALLATION MANUAL

% 1000:2

Note: the tolerance of all dimensions of all components individually or in relation to each other is + 5mm.

» Before starting the installation, you should check if you have the latest version of this Installation Manual,
available at www.iht-group.com.

« The WPC CDECK tiles should be stored on a flat surface, and the items should be protected from
direct exposure to sunlight, rain, snow, and other adverse climatic conditions.

* The WPC CDECK tiles should remain on site for at least 48 hours before being fitted, so that the material can
adapt to the climatic conditions.

* Due to the fact that the base material (WPC) includes wood, there may be small differences of colour between
profiles. It is therefore advisable to have a varied distribution of profiles, to cater for these natural
discrepancies.

* WPC CDECK tiles should not be installed in extreme weather conditions, such as temperature below 5 °C,
relative humidity above 90%, snow, etc.

*« WPC CDECK tiles are not structural tiles, and should not be installed as suspended constructions

» The installation surface should be completely flat and stable (e.g. 10 - 15 cm of solid concrete), and should
slope for water drainage by at least 5 mm per metre in the direction of the Joists and in the direction of the
Boards.

* The installation of the WPC CDECK tiles should be carried out in such a way as to ensure that the joist are
supported along their entire length.

* The joists must be fixed to the floor by means of abundant and continuous gluing with glue suitable for PVC
bonding and the floor material, in order to ensure the dimensional stability of the decking and user safety.

* During installation, a minimum clearance of 5mm must be ensured on all sides of the WPC CDECK tiles and
relative to its top surface.

* The installation of WPC CDECK tiles should be carried out in such a way as to ensure no water is accumulated
in any parts, particularly inside the boards.

* It is essential to ensure the aeration of the Decking and so the space between the boards and the space
between the boards and the ground should never be obstructed.

* The WPC CDECK tiles are intended for use in areas of movement involving pedestrian use only.

« If you have any different needs that are not covered by this manual, you should contact IHT to obtain
additional instructions.

* IHT warranty of 3 years for non-compliance resulting from a manufacturing defect.
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WPC CDECK TILES MAINTENANCE

1.1 REGULAR MAINTENANCE

CDECK products are easy to maintain; however, this does not mean that they should not be
cleaned regularly. Like any wood, synthetic materials, stone, etc. coating, signs of fungus, moss,
etc. can also appear on CDECK products when certain environmental factors are present.
Therefore, periodic cleaning is recommended to maintain their good appearance and to ensure
that residues do not deposit permanently.

For best results, washing with a pressure machine is the most suitable solution.

For more persistent stains, wash the boards with a chlorine solution (bleach), testing various
concentrations until the desired result is achieved.

It is also important to avoid moving heavy and/or sharp objects on the WPC CDECK tiles, as
these events can damage the surface layer of the boards.

1.2 GENERAL ASPECTS

WPC CDECK Standard tiles are a semi-natural product with exposed wood particles, so they
will be subject to variations in color and texture over time. During the first few months after
outdoor installation, the color will gradually change until it stabilizes. The final color of the
boards will take on a lighter and more natural tone than the original color. Once stabilized,
the color and texture will remain virtually unchanged.

WPC CDECK WUUDE tiles have a highly UV-resistant coating, which ensures that the color
variation is very small over time.

Under certain conditions, static electricity may form on the boards. This is a natural phenomenon
due to the fact that CDECK products contain thermoplastic in their composition, but it will
tend to disappear as the texture stabilizes.
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